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PANEL TRIM

O PANEL TRIM IS CONSTRUCTED FROM GALVANEALED SHEET STEEL CONFORMING WITH
ASTM A653. FINISH IS POWDER COATED TO CUSTOMER'S SPECIFICATIONS.

O ASSEMBLY CONSISTS OF A DOOR AND BACKING FLANGE FOR DOOR TO LATCH TO. CAN
ALSO BE MADE WITH DEAD FRONT OR RETURN FLANGE.

O DOOR COMPLETE WITH CONTINUOUS PIANO HINGE AND PANEL LOCK.

O TOTAL CUSTOM CAPABILITY ALLOWS US TO MEET A WIDE RANGE OF CUSTOMER NEEDS.
WE CAN SUPPLY SPECIAL SIZES, SHAPES, HOLES, OR CUTOUTS.

\

/
/

©
°
°

ﬁDWG. TITLE: N ( NOTICE: N ( )
PANEL TRIM THIS INFORMATION IS THE PROPERTY OF N.J. l q
SULLIVAN CO., ANY REPRODUCTION, PUBLICATION
OR DISTRIBUTION TO A THIRD PARTY IS STRICKLY .
FORBIDDEN UNLESS WRITTEN PERMISSIONS ARE
DWG. NO.: P10I16 GVEN BY AN AUTHORIZED AGENT OF: h l ° Py
N.J. SULLIVAN CO., INC.
_ SULLIVAN Co.
MATERIAL: DFTG.: co DATE: _o8/ol/1 INCORPORATED
ASTM A6535 GALVANNEALED CHKR: DATE: P.0. BOX 438, STERLING, VIRGINIA 20167
FINISH: REV: DATE: METAL FABRICATION
' CUSTOMER TO SPECIFY REV.: DATE: Phone: (703)-464-5944  Fax: (703)-464-5992
L ) \Rev: DATE: JRN www.njsullivan.com Y,
A\ 7/




